Motherboard Type ATX, Micro-ATX, Mini-ITX 
ABS + SPCC + Tempered Glass 


35mch/25mch |ZHDD*298D — — — — | 
Drive Bays 5.25 Inch 
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Liquid Cooling Support 
| (Maximum) 


Dimensions (LxWxH) Product Size 405 x 210 x 44 sam _ | 
Packing Size 480 x 266 x 475 mm 


SPECIFICATIONS 


Bottom 


Pre-Installed Fans x 3 Front Fans, x 1 Rear Fan 


mm [ VGA Card Length ET — | 
Compatibility (Maximum) co Cooler Height | 160mm u u o 


| YO Panel 1 x USB 3.0, 2 x USB 2.0, Audio In, Mic, LED Control Button, Power Button 
Expansion Sits AAA 


*Product specifications are subject to change without any prior notice. 


Tempered Glass Cable Management 
Side Panel 


Great Expandability Separate PSU Zone Support Mainstream 
Graphics Cards 


EM COMPONENTS INSTALLATION 


LATION. 
FAN INSTAL anel, remove left and right side cover. In 
ove front P bottom from the inside. 


. eat pull it from the 
2 - Install cooling fans (fix with screws). 
3 - Airflow. e 


1 


~ 
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FAN INSTALLATION ON FRONT PANEL. 


4 - Front fan installation. 
5 — Install 3*120mm cooling fans (air inflow). 


6 - Fix with screw from the outside. 


FAN INSTALLATION ON TOP PANEL. 
1 - Top fan installation. 
T 
Put fans at proper position (Air outflow). 


3 - Fix with Screw from the outside. 


2x120 mi 
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der to remove the front panel you need 
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FAN INSTALLATION ON REAR PANEL. 


4 — Rear fan installation, 


S-P 
ut fans at Proper position (Air outflow). 
6 — Fix With screw from the outside. 


1x120 MM 
Note: Support 360mm AlO in the front with 6pcs. screws. 


MOTHERBOARD INSTALLATION. 


1 - Determine the location of the motherboard. 


2 — Position so that the external connectors are accessible from the rear panel. 


3 - Motherboard installation. 


4 - Fix with MB SCrews/ 


PLUG OF PORTS. 
1-1xUSB Type C, 2 x USB 3.0 connection. 
3 - Location of the connectors on the panel. 
4 — HD AUDIO connection. 


Indicators 


USB Type C 


USB 3.0 


ATION. 
m of chassis. 
at side of chassis to 


POWER SUPPLY INSTALL 
1 - PSU Space at botto 
2 - Insert PSU from rig! 


3 - Fix with hex screw f 


the proper position, 


rom rear plate. 


HDD/SSD INSTALLATION TO SPECIAL CAGE. 
1 - Pull out cage (indicated in the picture) / Harddisk space on Hpp os 


2 - Push-and-Pull HDD cage. Please, prepare for HDD/SSD installation 


3 - Fix SSD with screws on top. 
4 - Push inside ( in the picture). Push the HDD cage back inside t 
Position. 


INSTALLATION OF SSD ON PSU CHAMBER. 
1-SSD tray on PSU chamber, 
2 - Place SSD to proper position. 
3 - Fix with screw 1 (check COMPLETE SET). 


HDD INSTALLATION TO SPECIAL CAGE. 
1 - Pull out cage (indicated in the picture) / Harddisk space on HDD cage. 


2 - Push-and-Pull HDD cage. Please, prepare for HDD installation. 


3 - Fix top HDD with screw from the bottom first, then fix bottom HDD and fix with screw from both sides 


4 - Push inside (in the picture). Push the HDD cage back inside to the proper position, 


VGA INSTALLATION. 


1 - Expension slots on rear plate of chassis. 
2 - Remove related PCI bay. 

3 - Insert GPU to proper position. 

4 - Fix with screw 2 (check COMPLETE SET). 


1. Plug HDD LED head to the"HDD LED"/ 


"HD LED"/"IED LED" pins on motherboard. 


2. Plug Power LED head to the"PWR LED" 
pins on motherboard. 


3. Plug Power SW head to the "PWR SW"/ 
"PWR BTN"/ "RWR" pins on motherboard. 


4. Attention: Plug “+"to un and"-" to "-" 


